
COT.

A-01253

TELE

FONO FECHA CIUDAD

- -

T. PAGO

-

ITEM CANTIDAD UNID TOTAL

1 1 S/. 1,500

TOTAL S/. 1,500.00

VALOR 

TOTAL S/. 1,500.00

  

Peso 2,00 kg (4,40 libras)

Resolución de impresión

SRP-F310II: 180 ppp (512 puntos)

SRP-F312II: 203 ppp (576 puntos)

SRP-F313II: 203 ppp (640 puntos)

Memoria 64 Mbit SDRAM, 32 Mbit FlashROM

NV Memoria de imágenes 768 Kbytes (Mono)

Definidor de usuario Buffer 12Kbytes

Dimensiones (LxLxP)

154 x 203 x 148 mm

(6,06 x 7,99 x 5,82 pulgadas)

S/. 1,500

Velocidad de impresión Hasta 350 mm / s

Método de impresión Térmico Directo (Salida 

Delantera)

DESCRIPCION PRECIO.UNIT

Impresoras Ticketera Termica Bixolon  SRP-

F310COSG

INTEGRASAT SOLUCIONES CENTER S.R.L -

RUC: 20455256357

ATENTAMENTE  

Percy Guerrero

RPM # 999033365  RPC: 959354677 

RPC / RPM

Atendiendo su amable solicitud estamos enviando cotización de los productos requeridos, para nosotros es un placer poner nuestra 

compañía a su servicio.

959354677  - #999033365



CONDICION DE COMPRA    

-Los Precios están expresados en Moneda Soles

- Validez de la Propuesta: 30 días o hasta agotar stock"    

    

GARANTIA DEL PRODUCTO    

-GARANTIA DE 1 AÑO 

    

FORMA DE PAGO    

    

    

PLAZO DE ENTREGA    

- Entrega Inmediata o dentro de 24 a 48 horas    

    

FORMAS DE  PAGO    

-EN CASO DE ENTIDADES PUBLICAS EL PAGO ES DESPUES DE LA ADQUISICION  EN LOS ALMACENES DE LA INSTITUCION 

-EN CASO DE EMPRESA PRIVADA

Opcion1: (Envio courier gratis): previo depósito de la totalidad a las cuentas del banco  (envio gratis) a la cuenta corriente bcp 

soles

Opcion2: (Entrega en nuestras oficinas):

Solicitar la direccion mas cercana a su residencia al rpm #999033365 rpc: 959354677, estamos ubicados en - (Distritos de surco, 

javier prado y wilson) , arequipa, trujillo, otros departamentos

Opcion3: Para Entidades del Estado : Pago despues de la Entrega"    

    

DIRECCIONES

-

Dirección Principal : Av Manuel Olguin 335 - Santiago de Surco 

-

Direcciones en Arequipa -Trujillo -Chiclayo -Tacna  -Cusco -Moquegua -Cajamrca -Ica -Piura -Tumbes -Loreto

AREQUIPA

Calle Rivero 107 oficina 302g    

    

CUENTAS DEL BANCO    

Cuenta Corriente BCP Soles: INTEGRASAT SOLUCIONES CENTER S.R.L

215-2050250-0-12

Cuenta Corriente BCP DOLARES : INTEGRASAT SOLUCIONES CENTER S.R.L

215-2131402-1-39

-

-"    

    

TELEFONOS  Y RAZON SOCIAL    

TELF. -: -  TELF. PROVINCIAS : 054-696980

RPM #999033365 RPC: 959354677 

RAZON SOCIAL

Razón Social: INTEGRASAT SOLUCIONES CENTER S.R.L 

RUC: 20455256357



Built-in  
power supply

Dual layers for  
water protection

Environmental Endurance
-  Liquid-Barrier™ creates real waterproof 

and dustproof solution (IP12 certified)
-  Built-in power supply for space saving and 

water protection

Ensuring Business Continuity 
-  High reliability of 250 km TPH with its auto cutter 

guaranteed up to 3 million cuts
-  Faster printing speed up to 350 mm/sec  

(29% faster than SRP-F310)
-  All in one Plus™ Interface:  

Built-in USB V2.0 & Ethernet + Optional Serial, 
Parallel, Powered USB, Bluetooth or WLAN

Low TCO
-  Paper save mode supported
-  Eco-friendly low power 

consumption technology 
adopted

-  Energy star certified

SRP-F310II

Compatible with

TPH
250Km 100

mm /sec
350
mm/secIP12

AII-in-one

3 inch POS Printer

Experience a truly  
Waterproof Solution



Software
Emulation 
BXL / POS
Driver 
Windows Driver, OPOS Driver, JPOS Driver,  
Linux / Mac CUPS Driver,  
Virtual COM USB/Ethernet Driver,  
Utility Program    
SDK 
iOS SDK, Android SDK 

Fonts / Graphics / Symbologies 
Character Size 
Font A: 12x24 Font B: 9x17 Font C: 9x 24 
KOR, CHN, JPN: 24 x 24
Characters Per Line 
SRP-F310II: Font A: 42 Font B, C: 56 
KOR, CHN, JPN: 21
SRP-F312II:  Font A: 48 Font B, C: 64 
KOR, CHN, JPN: 24
SRP-F313II:  Font A: 53 Font B, C: 71 
KOR, CHN, JPN: 26
Character Sets 
Alphanumeric: 95 
Expanded Graphics:128x33 page 
International: 32
Graphics 
Supporting User-Defined Fonts, Graphics,  
Formats, and Logos
Barcode Symbologies 
1D:  Coda Bar, Code39, Code93, Code128,  

EAN-8, EAN-13, ITF, UPC-A, UPC-E 
2D: Data Matrix, PDF417, QR Code

Printer Specifications
Print Method 
Direct Thermal (Front Exit) 
Print Speed 
Up to 350 mm/sec
Print Resolution 
SRP-F310II: 180 dpi (512 dots) 
SRP-F312II: 203 dpi (576 dots) 
SRP-F313II: 203 dpi (640 dots)
Print Width 
SRP-F310II: Up to 72 mm 
SRP-F312II: Up to 72 mm 
SRP-F313II: Up to 80 mm
Sensor 
Paper End, Paper Near End, Cover Open

Media Characteristics
Media Type  
Receipt
Media Width 
80 / 83 mm
Media Roll Diameter 
Up to 105 mm
Media Thickness 
0.062 ~ 0.075 mm
Supply Method 
Easy Paper Loading

Physical Characteristics
Dimensions (WxLxD) 
154 x 203 x 148 mm 
(6.06 x 7.99 x 5.82 inch)
Weight 
2.00 kg (4.40 lbs.)
Power 
EnergyStar Certified,  
External Power Adaptor 100-240V AV, 50/60Hz
Drawer Port 
2 ports (Via y-type adaptor)

Performance Characteristics
Memory 
64 Mbit SDRAM, 32 Mbit FlashROM
NV Image Memory 
768 Kbytes (Mono)
Receive Buffer 
4Kbytes
User Define Buffer 
12Kbytes
Interface 
Standard: USB V2.0 FS +Ethernet 
Optional:  USB V2.0 FS +Ethernet +  

Serial / Dual Serial / Parallel / WLAN* 
/ Bluetooth V2.1+ EDR** / Powered USB

* WLAN: 802.11b/g/n 
** Bluetooth: Class 1 (100 m), MFi certified  

Environment Characteristics
Temperature 
Operating: 0 ~ 40℃ (32 ~ 104℉) 
Storage: -20 ~ 60℃ (-4 ~ 140℉)
Humidity 
Operating: 10 ~ 80% RH 
Storage: 10 ~ 90% RH

Reliability
Thermal Print Head (TPH) 
250 km ***
Auto Cutter 
3 Million Cuts ***
*** Specified Paper 
-  TF50KS-E (Paper thickness: 65μm) 
   : Nippon Paper industries Co., Ltd.
 - PD 150R (Paper thickness: 75μm) 
   : New Oji Paper Mfg, Co., Ltd
 - PD 160R (Paper thickness: 75μm)  
   : New Oji Paper Mfg, Co., Ltd.
 - P350 (Paper thickness: 62μm)  
   : Kansaki Specialty Paper, Inc. (USA)

SRP-F310II
3 inch POS Printer

Specifications

BIXOLON Co.,Ltd. BIXOLON America Inc.


